
P.T.B.-PRIMER BL

Application
1. As prior primer and bonding primer on non-absorbing and smooth surfaces such 

as ceramic tiles, terrazzo, glazed bricks, concrete, etc... 
2. As bonding primer for P.T.B.-EGALISER-EN (PLUS) in case of layer on layer floor 

levelling application

P.T.B.-PRIMER BL is applied prior to application of cement based adhesives, floor- 
and wall levelling mortars.

Product properties 
- Quick-drying bonding primer.
- Is a bonding bridge on smooth and dense surfaces. 
- Solvent free and low odour primer.
- Low spattering when applied. 
- Reduces the porosity, protects cement based adhesives and levelling-mortars 

from too rapid dehydration and prevents formation of cracks caused by shrink-
age. Extends the open time of adhesive and improves the adhesion of levelling 
compounds and adhesives. 

- Control colour light blue. After the film-formation of P.T.B. PRIMER-BL a colour 
change occurs. The primer is more transparent whereupon further work can 
start. 

Substrate requirements 
The substrate must be dry, clean, stable, well-maintained free of dust and oil spots. 
Bits of loose substances, non-waterproof adhesive residues, water-repellent adhe-
sive residues and impurities shall be carefully removed.
Cement based screeds must not have a moisture content above 3% (measured with 
calcium carbide method). 
Smooth concrete surfaces (for instance polished concrete), or concrete treated with 
curing compounds needs first to be mechanically removed by rigorously cleaning, 
by roughening, by sanding and degreasing the smooth top layer. 
When P.T.B.-PRIMER BL has to be applied on water-repellent ceramics, the water-
repellent top layer has to be removed by sanding and rigorously cleaning.
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Mixing ratio Consumption Packaging

Undiluted ± 0,050 to 0,150 l/m², depending on the 
porosity of the substrate

1 L (24 pcs/cardboard), 5 L

Colour Drying time Application temperature

Light blue ± 1 h + 5°C. tot + 30°C.
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Directions for use
1. P.T.B.-PRIMER BL must be thoroughly stirred or shaken into the packaging 

before application. 
2. Spread the bonding primer homogeneously on the substrate with a soft 

paint roller, brush or similar and apply a thin completely covering layer in 
criss-cross method to achieve a uniform coat. Avoid ponds. 

3. Continue further works immediately after curing of the P.T.B. PRIMER-BL.
Remarks

- Do not use P.T.B.-PRIMER BL where the temperature of the substrate is 
below + 5°C. or higher then + 30°C.

- Protect the applied and cured layer against dirt.
- The application tools should be cleaned with water directly after use.
- P.T.B.-PRIMER BL is not suitable for use and exposure to permanent wet-

ness (e.g. in swimming pools, pool surrounds or similar, etc. 
- P.T.B.-PRIMER BL is suitable for underfloor heating.
- Do not use on gypsum and anhydrite substrates.
- In case of to low consumption (low thickness) sanding of the primer sur-

face may occur. Always apply sufficient primer.
Packaging

The shelf-life is 12 months in the original packaging, dry and frost-free, and 
not stored continuous above + 30°C.
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As the applications of our products are diverse, no single application guideline can be laid down. All product data reflect the state of 
knowledge of our products at the time of publication. Therefore all suggestions and recommendations concerning the use of our products 
are merely illustrative. Apply the product on a small and insignificant spot before starting to use our products to be sure the desired result 
is obtained. Always ask for the technical sheet of our products. Visit the website www.compaktuna.be. Consult our “technical department” 
which can be reached  for free on the green number 0800/92279. The Dutch text shall be exclusively binding.
BV POLYTECHNISCH BEDRIJF is EN ISO 9001 certified.


