
C

C.64 �À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

ITEM: 48 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C4354M12G9 171,00 �0����

����

�� ��

������

C4354M14G11 171,00 �0���� ����
��

C4354M16G12171,00 �0���� ����
C4354M18G14171,00 �0���� ���� ����
C4354M20G16171,00 �0���� ���� ����
C4354M22G18171,00 �0����

���� ��������
C4354M24G18171,00 �0����
C4354M27G20171,00 �0���� ���� ����
C4354M30G22171,00 �0���� ���� ����
C4354M33G25171,00 �0���� ���� ����
C4354M36G28171,00 �0���� ���� ����

BUSH WITH CLUTCH FOR TAPPING - C4354

ITEM: 31 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C435231M6G6 73,00 �0��

����

�� ������
������

C435231M8G8 73,00 �0�� �� ������
C435231M10G773,00

�0����
�� ������ ������

C435231M10G1073,00 ���� �� ������
C435231M12G973,00 �0���� �� ��

������

C435231M14G1173,00 �0���� ����
��

C435231M16G1273,00 �0���� ����
C435231M18G1473,00 �0���� ���� ����
C435231M20G1673,00 �0���� ���� ����
C435231M24G1873,00 �0���� ���� ��������

BUSH WITH CLUTCH FOR TAPPING - C4352

ITEM: 19 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C435019M2G2,858,00 �0��

����

������ ������

������
C435019M3G3,558,00 �0�� ������ ������
C435019M4G4,558,00 �0�� ������ ������
C435019M5G6 58,00 �0��

�� ������C435019M6G6 58,00 �0��
C435019M8G6 58,00

�0��
������

C435019M8G8 58,00 �� ������ ������
C435019M10G758,00

�0����
�� ������ ������

C435019M10G1058,00 ���� �� ������
C435019M12G958,00 �0���� �� ��

������
C435019M14G1158,00 �0���� ���� ��

BUSH WITH CLUTCH FOR TAPPING - C4350



C

C.65�À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

ITEM: 19 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C435619G3,5 22,30 M3

19

3.5 2.7
371

C435619G4,5 22,30 M4 4.5 3.4
C435619G2,8 22,30 �0�������������0�� 2.8 2.1

������������������
C435619G6 22,30 �0���������0���������0�� �� 4.9
C435619G7 22,30 M10 7 5.5 ������
C435619G8 22,30 M8 8 ������

371
C435619G10 22,30 M10 10 8
C435619G9 22,30 M12 9 7

������
C435619G11 22,30 M14 11 9

BUSH WITHOUT CLUTCH FOR TAPPING - C4356

ITEM: 31 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C435731G6 26,40 �0���������0���������0��

31

�� 4.9 ������������������
C435731G8 26,40 M8 8 ������

371
C435731G10 26,40

M10
10 8

C435731G7 26,40 7 5.5

������

C435731G9 26,40 M12 9 7
C435731G11 26,40 M14 11

9
C435731G12 26,40 �0���� 12
C435731G14 26,40 M18 14 11
C435731G16 26,40 M20 ���� 12
C435731G18 26,40 �0�����������0���� 18 14.5

BUSH WITHOUT CLUTCH FOR TAPPING - C4357

ITEM: 48 NORM DIN STANDARD

Tech. Code C01
Euro �7�D�S���W�K�U�H�D�G D

mm
�G

mm
�6

mm �7�$�3���'�,�1

C435848G18 82,00 �0�����������0����

48

18 14.5

������
C435848G20 82,00 M27 20 ����
C435848G22 82,00 M30 22 18
C435848G25 82,00 M33 25 20
C435848G28 82,00 �0���� 28 22

BUSH WITHOUT CLUTCH FOR TAPPING - C4358



C

C.66 �À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

Tech. Code C01
Euro �,�6�2 M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

C441040 13,00 40 ���� 23 17 19 14 54 ���� 20
C441050 17,00 50 24 ���� 25 28 21 74 34 25

ITEM: DIN 69872 - WITHOUT BORE - WITH OR

PULL STUDS - C4410

Tech. Code C01
Euro �,�6�2 M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

�+�R�O�H��
mm

C441540 13,00 40 ���� 23 17 19 14 54 ���� 20 7
C441550 17,00 50 24 ���� 25 28 21 74 34 25 11.5

ITEM: DIN 69872 - WITH BORE - WITH OR

PULL STUDS - C4415

Tech. Code C01
Euro �,�6�2 M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

�+�R�O�H��
mm

C442040 17,00 40 ���� 23 17 19 14 54 ���� 20 7
C442050 17,00 50 24 ���� 25 28 21 74 34 25 11.5

ITEM: ISO 7388/2A - WITH BORE - WITH OR

PULL STUDS - C4420

Tech. Code C01
Euro �,�6�2 M

mm
�G

mm
D

mm
D1
mm

L
mm

L1
mm

C442540 17,00 40 ���� ���� 25.3 17 53
25

C442550 17,00 50 24 24 �������� 25 ����

ITEM: OTT SYSTEM

PULL STUDS - C4425



C

C.67�À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

Tech. Code C01
Euro �,�6�2 M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

C443040 13,00 40 ���� 22.5 17 18.9 12.9 44.5 �������� 11.1

ITEM: ISO 7388/2B - WITHOUT BORE - WITH OR

PULL STUDS - C4430

Tech. Code C01
Euro �,�6�2 M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

�+�R�O�H��
mm

C4435401 13,00
40 ����

22.5
17

18.9 12.9 44.5 �������� 11.1 7.3 ��
C4435402 13,00 21.8

18.79 12.44
41.25 ���������� 11.17

7 MZ
C4435403 13,00 22 44.1 19.1 14.02
C4435501 17,00

50 24
37

25
29.1 �������� �������� 25.5 17.9 11.5 ��

C4435502 17,00 35.5 28.95 20.82 �������� 25.4 17.78 10 MZ

ITEM: ISO 7388/2B - WITH BORE - WITH OR

PULL STUDS - C4435

Tech. Code C01
Euro �,�6�2 A M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

C44404030 13,00
40

30°
���� 23 17 15 10 ���� 35C44404045 13,00 45°

C44404090 13,00 90°
C44405030 17,00

50
30°

24 38 25 23 17 85 45C44405045 17,00 45°
C44405090 17,00 90°

ITEM: MAS 407 BT - WITHOUT BORE - WITH OR

PULL STUDS - C4440

Tech. Code C01
Euro �,�6�2 A M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

�+�R�O�H��
mm

C44454030 13,00
40

30°
���� 23 17 15 10 ���� 35 4C44454045 13,00 45°

C44454090 13,00 90°
C44455030 17,00

50
30°

24 38 25 23 17 85 45 ��C44455045 17,00 45°
C44455090 17,00 90°

ITEM: MAS 407 BT - WITH BORE - WITH OR

PULL STUDS - C4445



C

C.68 �À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

Tech. Code C01
Euro �,�6�2 A M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

C445040 13,00
40

45°
���� 23 17 15 10 57 32

C445050 13,00 90°

ITEM: BT FOR DIN 69871 - WITHOUT BORE - WITH OR

PULL STUDS - C4450

Tech. Code C01
Euro �,�6�2 A M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

�+�R�O�H��
mm

C445540 13,00
40

45°
���� 23 17 15 10 57 32 4

C445550 13,00 90°

ITEM: BT FOR DIN 69871 - WITH BORE - WITH OR

PULL STUDS - C4455

Tech. Code C01
Euro �,�6�2 D �G

mm
L1
mm

L2
mm �.

C448063 17,00 ���� �0�������[���� 12 11.5 �������� 1.3°
C448080 20,00 80 �0�������[�������� 14 13.5 39.7

1.4°
C4480100 22,00 100 �0�������[�������� ���� 15 ��������

COOLANT TUBE DIN 69893 - C4480

Tech. Code C01
Euro �:�(�/�'�2�1 G L

mm
C4485W6 5,00 �� �0�������[����

10
C4485W8 5,00 8 �0�������[����������
C4485W10 5,00 10 �0���������[�������� 12
C4485W12 5,00 12 �0���������[����������

����C4485W16 5,00 ���� �0���������[������
C4485W20 5,00 20 �0���������[����
C4485W25 7,00 25 �0���������[����

20
C4485W32 9,00 32 �0���������[����

CLAMPING DOWEL FOR WELDON CHUCKS - C4485



C

C.69�À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

Tech. Code C01
Euro �)�R�U���F�R�O�O�H�W

C4490ER16 11,00 �(�5����

C4490ER20 13,00 ER20

C4490ER25 13,00 ER25

C4490ER32 16,00 ER32

C4490ER40 18,00 ER40

WRENCH FOR STANDARD AND BALANCED RING NUTS - C4490

Tech. Code C01
Euro �)�R�U���F�R�O�O�H�W

C4492ER8 16,00 ER8

C4492ER11 16,00 ER11

C4492ER16 16,00 �(�5����

C4492ER20 17,00 ER20

C4492ER25 19,00 ER25

WRENCH FOR MINI NUTS - C4492

Tech. Code C01
Euro �)�R�U���F�R�O�O�H�W

C4494ER20 19,00 �(�5������

C4494ER32 28,00 �(�5������

WRENCH FOR HIGH CLAMPING CHUCK - C4494

éD 2

K

L

G

Tech. Code C01
Euro

K
mm G L

mm
D2
mm

C4501V16 9,00 �� M8 ���� 20

C4501V22 10,00 7 M10 18 28

C4501V27 13,00 8 M12 22 35

C4501V32 15,00 9 �0���� ���� 42

C4501V40 19,00 10 M20 30 52

CLAMPING SCREW - C4501

éD
1

éD
3

B

L

H H

Tech. Code C01
Euro

H
mm

B
mm

L
mm

D1
mm

D3
mm

C4502A16 19,00 5.0 8 10 ���� 32

C4502A22 19,00 ������ 10
12

22 40

C4502A27 24,00 ������ 12 27 48

C4502A32 30,00 7.0 14
14

32 58

C4502A40 41,00 8.0 ���� 40 70

DRIVE RING DIN 6366/1 FOR CHUCKS - C4502

Block made of aluminium for horizontal and vertical assembly. 

Tech. Code C01
Euro

L
mm

B
mm

H
mm �6�K�D�Q�N �0�D�W�H�U�L�D�O

C4521SK402 165,00 ������ ���� 100 �6�.���� �$�O�O�X�P�L�Q�X�P

FIXED TOOL CLAMP - C4521



C

C.70 �À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

Our cone disassemblers supports are manufactured with the 
utmost care to preserve the optimal conditions of your toolholders.

The characteristics of the supports avoids possible contact 
between the cone and support thanks to the shape and the 
presence of an O-ring.

Keep clean all surfaces to always ensure maximum performance.

The good condition of the cone will always ensure exact setting 
and precise machining.

 
 
 
 
 
 
Rotation - positioning

1. Pull the indexing knob to unlock
2. Turn into a new position at 0° 90° or 180°
3. Release the knob to block

Toolholders blocking

1. Insert holder making sure the clone is perfectly clean
2. Check the correct positioning into centering dowel
3. Rotate locking knob toward SK or BT according to cone 
version

Toolholders extraction

1. Rotate locking knob to central positioning
2. Extract holder

TOOL CLAMP - C4525 

Tech. Code C01
Euro �&�R�X�S�O�L�Q�J A

mm
B

mm
C

mm
D

mm
E

mm
F

mm
G

mm
�%�D�V�H
mm

�:�H�L�J�K�W
�.�J

C4525SK40 265,00 �6�.�����������%�7���� 121 97

29 12

122 ���� 50 ���������[�������� 5,0

C4525SK50 295,00 �6�.�����������%�7���� 152 128 172 89 71 ���������[�������� 12,5

C4525HSK63 265,00 �+�6�.���� 124 101 122 ���� 50 ���������[�������� 5,2
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C

C.72

TORQUE-INDICATOR SCREWDRIVERS FOR TORX SCREWS



C

C.73�À���6�X�J�J�H�V�W�H�G���U�H�W�D�L�O���S�D�F�N�D�J�H�������8�Q�L�W���S�U�L�F�H�À���,�Q�G�L�Y�L�V�L�E�O�H���S�D�F�N�D�J�H

ITEM: TB F KIT 1

Tech. Code E01
Euro �'�H�V�F�U�L�S�W�L�R�Q �&�R�O�R�U

E6625F06 36,00 �7�%���)�������.�,�7���� �:�K�L�W�H
E6625F07 36,00 �7�%���)�������.�,�7���� �%�O�D�F�N
E6625F08 36,00 �7�%���)�������.�,�7���� �*�U�H�H�Q
E6625F09 36,00 �7�%���)�������.�,�7���� �%�O�X�H
E6625F10 36,00 �7�%���)���������.�,�7���� �<�H�O�O�R�Z

TORX KEYS TB F WITH TORQUE LIMIT INDICATOR

ITEM: TB DF... KIT 1

Tech. Code E01
Euro �'�H�V�F�U�L�S�W�L�R�Q �&�R�O�R�U

E6626DF08 36,00 �7�%���'�)�������.�,�7���� �*�U�H�H�Q
E6626DF09 36,00 �7�%���'�)�������.�,�7���� �%�O�X�H
E6626DF10 36,00 �7�%���'�)���������.�,�7���� �<�H�O�O�R�Z
E6626DF15 36,00 �7�%���'�)���������.�,�7���� �5�H�G

TORX KEYS TB DF WITH TORQUE LIMIT INDICATOR

TORQBEAM TORX KEYS WITH TORQUE LIMIT INDICATOR-IN SET
 - Ensures correct clamping torque for the inserts
- Rough surface for antislip grip
- Patented connector for fast torx bits change
- The indicated torque accuracy is +/- 6% as per ENISO 6789
- Long life battery; no maintenance or replacement required

Tech. Code E6627KIT

E01 Euro 290,00
�7�%���) ������������������������������������
�7�%���)�' ������������������������������


